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Fast, decentralized intermediate cleaning 

or simple final cleaning with impulse drying 

for small batches or individual parts: The 

smallest system in our portfolio is designed 

for “plug and play” in every respect. With 

advanced spray cleaning technology,  

preconfigured programs, easy operation 

and safe start-up by the user. 

Also for rent
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Spraying pressure pump, standard version 	 Return filtration		  Main stream ultra-fine filtration

Flow volume	 Pressure	 Output	 Fineness	 Surface area	 Fineness	 Surface area

Cleaning process holding tank

at 380–460 V/50 Hz 	 at 380–460 V/50 Hz	
2.2 kW	 150 μm	 0.2 m2	 100 μm	 0.16 m2

	  

approx. 100 l/min	 approx. 2.5 bar

at 380–460 V/60 Hz	 bei 380–460 V/60 Hz	
2.2 kW	 150 μm	 0.2 m2	 100 μm	 0.16 m2

	  

approx. 130 l/min	 approx. 4 bar

Holding tank			   Content	 Heating time	 Temperature 	 Heating Capacity

	 		  295 l	 approx. 2 h 	 max. 75 °C	 10 kW

Connections			   Electronics: 380–460 V, 3~/PE, 50 Hz, 380–460 V, 3~/PE, 60 Hz

			   Compressed air: Rp 0.75 inch, 5–8 bar

			   Fresh water: Rp 0.75 inch, 0,5–10 bar

			   Waste water: Rp 1.5 inch

			   Exhaust air: 113 x 105 mm

Exhaust extraction/condensation		  Mean volumetric flow rate: 600 m3/h

Drying systems	 		  Impulse blowing system: 3–6 bar, < 45°C

Machine colour			   Signal white RAL 9003 and Ultramarine blue RAL 5002

  
MAFAC PURA 

in motion

Dimension: 1150 L x 950 W x 1600 H mm

Machine weight (net): 500 kg

Max. basket size: 520 L x 320 W x 200 H mm

Max. batch weight: 50 kg

Technical details for further features and 

options are available on request.

https://www.youtube.com/watch?v=r2ZPBI4Uau4&t=1s
https://www.youtube.com/watch?v=r2ZPBI4Uau4&t=1s

